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6"

6"

VARIES

6"

6"

Pier Cap

Level Pier

Seat{ Pier

Level Br.

Seat

{ Brg.
Face of Abutment

Epoxy Limits

Backwall

1. Full length for Simple

Span.

6" Min.

6" Min.

6" Min.

2. From end of Pier

Cap to 2'-0" inside

the centerline of each

Fascia Stringer for

continuous deck.

See Detail A

Vegetable Fiber or Fiber

Glass Insulation Board

cemented to concrete

See Specifications

Face of wall

Paint Cork to match

Color of the Adjacent

Concrete

…"

3"3"

1•"Dia. Holes 

at 2" on ctrs.,

full length

…"

3" 3"

3"

2
"

2
"

8"

•"

1"

1"

6"

1
0
"

…" Cork 

Joint Material

(See note below)
•"

•"

(Typ.)

•" •"

…"

•"

1
"

6"

16 oz. Copper 

(or 6" Plastic 

Waterstop, as 

directed by the 

Engineer. See 

Details)

8
"

BRIDGE CONSTRUCTION DETAILS

NEW JERSEY DEPARTMENT OF TRANSPORTATION

BUREAU OF STRUCTURAL ENGINEERING

BCD-504-2

N.T.S.

WITH GRIT AT ABUTMENTS

DETAIL-EPOXY WATERPROOFING

WITH GRIT AT PIERS

DETAIL-EPOXY WATERPROOFING

EXPANSION CONTRACTION

JOINT

CONTRACTION

16 OZ.

COPPER WATERSTOP-10" WIDE

SECTION - WALL JOINT

DETAILS OF WATERSTOP

DETAIL

6" PLASTIC WATERSTOP

BCD-504-2.1

DETAIL A

 SEALER

BCD-504-2.3

BCD-504-2.2

LIMITS AT PIER

LIMITS AT ABUTMENT

164

 5%

5%

See BCD-504-2.3

Cork Joint Material: conforming to

AASHTO Specifications, Designation

M153, Type 2, where joint is noted

as Expansion Joint. Tighten the contraction 

joints and coat it with paraffin.
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TYPICAL DETAILS 

Waterstop

Cover limits of Surfaces of Concrete 

with Epoxy Waterproofing,

as per Specifications.

Two component, Rubber Type, Cold-Applied 

Joint Sealing Compound or an approved 

equal, as per Specifications

Contraction

Joint


