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BEYOND THE POST FOOTING.

PAD WHOSE OUTSIDE LIMITS EXTEND A MINIMUM OF 3’ -0" 

THE NONVEGETATIVE SURFACE IS TO FORM A RECTANGULAR 

UNDER LARGE GROUND MOUNTED SIGNS

OVERHEAD SIGN FOUNDATIONS AND

NONVEGETATIVE SURFACE AROUND

NONVEGETATIVE SURFACE AT MEDIAN GUIDE RAIL

NONVEGETATIVE SURFACE TREATMENT FOR THAT SIDE OF GUIDE RAIL.

WHERE X IS LESS THAN OR EQUAL TO 4’, USE Y TO DETERMINE 
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GREATER THAN 4’-0"

EQUAL TO 4’-0"
LESS THAN OR

Y=X

B
D

C
17

D
-0

2
-R

E
V
IS
IO

N
S
 

T
O
 

C
D
-6

0
8
-1

NONVEGETATIVE SURFACE

OBSTRUCTION

OBSTRUCTION

M
A

T
C

H
 

L
IN

E

M
A

T
C

H
 

L
IN

E

3’-0"

2’-0"

2’-0"

2’-0"

3’-0"

2’-0"

7" MIN.*

 APPLIES TO BOTH SIDES OF THE POST.
* FOR DUAL FACED GUIDE RAIL, THE 7" MINIMUM

   AND HAND TAMP LEAVE OUT SURFACE.

   WITH NONVEGETATIVE SURFACE, HMA, 2" THICK. GRADE TO DRAIN 

 (b) COARSE AGGREGATE, SIZE NO. 57 IN BASE OF LEAVE OUT AND TOP 

   STANDARD SPECIFICATIONS SECTION 902; OR

   SURFACE WITH EMULSIFIED ASPHALT AT 0.35 GAL/SY ‘0.05 AS PER

 (a) COARSE AGGREGATE, SIZE NO. 57 TO BE HAND TAMPED, THEN SEAL

LEAVE OUTS CAN BE FILLED WITH: 

SIDEWALK AREA).

SEE TYPICAL SECTIONS FOR CROSS SLOPES IN ROADSIDE (BORDER OR 

BE DETERMINED BY THE RE.

NONVEGETATIVE SURFACE RELATIVE TO THE BURIED GUIDE RAIL WILL 

IF THE END OF THE GUIDE RAIL IS BURIED IN THE SLOPE, THE LIMIT OF 

3.

2.

1.

SEE NOTE 3

(SQUARE OR ROUND)
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