s_11x17.tbl

\\NJDOTPRJWS\V8system\NJDOTWS\Projects\NJDOTEng\Iplot\TBLs\Roadway\Detail:

pen table:

63.073306:1,000000

scale=

28-SEP-2016 11:06

date:

ID=TP2VILL

PLASTIC SHEETING

6 MIL. MIN.

LIQUID DRAINING FROM
STOCKPILED MATERIAL
AND RAINWATER TO BE
REMOVED WITHIN 8 HOURS
OF ACCUMULATION

MAXIMUM HEIGHT 15'-0"
MATERIAL BEFORE

OFF-SITE DISPOSAL OR

ON-SITE REUSE

PROPOSED REGULATED
MATERIAL OR ACID PRODUCING
SOIL STOCKPILE

STOCKPILE REGULATED

MAXIMUM SIDE
SLOPE 1V:2H

SURFACE

_/'\ s
lﬂ; HAYBALE

TEMPORARY STOCKPILING OF REGULATED
MATERIAL OR ACID PRODUCING SOIL

EXISTING GROUND

TOPSOIL AND SOIL COVER

R.O.W.

MIN. 2 FROM PROPERTY LINES

MIN. 6" TOPSOIL
SEE NOTES

CD-202-1.5

AREA AVAILABLE FOR REUSE !
OF REGULATED MATERIAL OR
ACID PRODUCING SOIL

REUSE OF REGULATED

PULVERIZED
LIMESTONE
LAYER *

* ONLY FOR REUSE OF
ACID PRODUCING SOIL.
THICKNESS IS DEFINED
IN THE SPECIFICATIONS.

MATERIAL OR ACID

PRODUCING SOIL IN UNPAVED AREAS
TYPICAL CROSS-SECTION

CD-202-1.1 CD-202-1.2
SEE_ROADWAY TYPICAL SECTIONS
MIN. 6" TOPSOIL
— / SEE NOTES CD-202-15
TOPSOIL_AND | ROADWAY PAVEMENT TOPSOIL_AND
SOIL COVER SOIL COVER 4 1
< =
MIN. 2' FROM PROPERTY LINES MIN. 6" TOPSOIL £
| /_ o { r \DPULVERIZED
2 . £ z AREA AVAILABLE FOR REUSE LIMESTONE
o AREA AVAILABLE FOR REUSE A7 Z OF REGULATED MATERIAL OR LAYER *
" — SEETSUATED MATEAL on H I £ QLY. Fom mEUSE oF
|- ACID PRODUCING SOIL.
™2 0" [A.P.S. THICKNESS IS DEFINED
\ IN THE SPECIFICATIONS.
PULVERIZED PULVERIZED
LIMESTONE PULVERIZET SEE NOTES CD-202-1.5
LAYER * * ONLY FOR REUSE OF LAYER * —
ACID PRODUCING SOIL.
THICKNESS IS DEFINED
IN THE SPECIFICATIONS. REUSE OF REGULATED MATERIAL OR ACID
PRODUCING SOIL FOR A RETAINING WALL
REUSE OF REGULATED MATERIAL OR ACID PRODUCING
SOIL IN ROADWAY OR RAMP EMBANKMENT
TYPICAL CROSS-SECTION
CD-202-1.3 CD-202-1.4
NOTES:
1. DO NOT PLACE REGULATED MATERIAL WITHIN 2 FEET OF
PROPERTY LINES NOR WITHIN 2 FEET OF LOCAL GROUNDWATER. SO"- REUSE
2. DO NOT PLACE ACID PRODUCING SOIL (APS) WITHIN 2 FEET
OF THE SURFACE ALONG A STREAMBANK, STRUCTURE,
PIPE, OR SLOPE.
N.T.S.
3. BUFFER APS WITH PULVERIZED LIMESTONE LAYER AT A RATE OF
6 TONS PER ACRE (275 LB /1000 SF). [ cp-202-1
4, PLACE A MINIMUM OF 12" COMPACTED SOIL OF PH 5 OR HIGHER NEW JERSEY DEPARTMENT OF TRANSPORTATION
FOR AREAS OF TURF.
5. PLACE A MINIMUM OF 24" COMPACTED SOIL OF PH 5 OR HIGHER
PLAGE A MINMUM OF 24 COMP CONSTRUCTION DETAILS
6. PLACE A MINIMUM OF 24" COMPACTED SOIL BETWEEN APS AND
SURFACES OF SLOPES, STREAMBANKS, STRUCTURES, AND PIPES.
CD-202-1.5 @
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