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NOTES:

1. EXTRUDED SIGN PANEL SECTIONS TO BE
BOLTED TOGETHER WITH 3/8 -6 UNC x 3/4 HEX
BOLTS. A HEX BLOT TO BE INSTALLED IN
THE FIRST HOLE FROM THE PANEL END AND AT
24" C TO C THEREAFTER.

2. INSTALL HEX BOLTS IN ACCORDANCE WITH

& nore & NOTE 1BETWEEN SIGN PANEL AND EXIT PANEL
© X—6" OR 12" (WHEN PROVIDED)
o AS REQUIRED
o 3. EXIT SIGN TO BE PLACED ON EXIT SIDE OF
z SIGN MAIN.
MAn 4. ALUMINUM I-BEAM (DEPTH=4"),
WEB THICKNESS=0.25",
FLANGE THICKNESS=0.25",
FLANGE WIDTH=35"
SEE_TYPICAL —— 5. L=5'3" WHEN X=12" AND
POST GLIP INSTALLATION =3 -
POST CLI [=4'9" WHEN X=6
6. SIGNS WITHOUT EXIT SIGNS OR SIGNS WITH
8 . PARTIAL WIDTH EXIT SIGNS TO BE PROVIDED
WITH I-BEAM EXTENDING TO THE TOP OF THE
MAIN SIGN, AS SHOWN. THE UPPER POST IS TO
BE EXTENDED TO THE TOP OF THE EXIT SIGN
VARIABLE WHEN FULL WIDTH EXIT SIGNS ARE EMPLOYED.
(7' MINIMUM)
A A
™S_sTeEL posT
SIGN WITH EXIT SIGN
POST GLIP BOLT
_ LOCK NUT
N g9 FLAT WASHER SIGN POST
Zs POST CLIP
cioC — L
Ol & — _
= |G
S v
-= — DETAIL M DETAIL — M
SIGN ATTACHMENT
m B
4 - U
ofE | el
‘-(_Z-; PLAN
@ %
T G
| ] BREAKAWAY SIGN SUPPORTS
—/lﬁ- ELEVATION FOR GROUND MOUNTED SIGNS
3#8"16 UNC HEX BOLT x 3/4-* POST CLIP
NUT AND WASHER SPACED 0.641 %" DIA
@ 2'-0" CENTERS -i " 6 UNC N.T.S.
P e |PA THREAD [Coews
ALUMINUM EXTRUDED %
SIGN PANELS A NEW JERSEY DEPARTMENT OF TRANSPORTATION
POST CLIP BOLT
SECTION B-B

(EXIT PANEL NOT SHOWN IN SECTION B-B)

(o7
CD-612-9.1 W

file=




